6” DIAMETER CORED HOLE STAINLESS STEEL
HYDRANT BOX AND WALL HYDRANT

FUNCTION: Provides positive non-freeze protection where water is required
at the outside of the building and features an integral vacuum breaker. The
stainless steel round recessed box conceals the nozzle and operating
mechanism. The locking cover prevents unauthorized use.

Fig. # 5509QT-R
Cored Hole Boxed Hydrant
(Shown with 5609QT Hydrant)
Meets ANSI A112.21.3

Product Features:

e Fits 6” dia. cored drill hole

¢ Flush installation to eliminate
catch points

¢ Frame, cover & housing are made of
16 gauge, type 304 stainless steel

e Locking hinged cover opens 180°

¢ Simple & easy to install in core
drilled concrete wall

¢ Regularly furnished with the 5609QT
hydrant

e Quarter-turn full-flow feature.

¢ 3/4” inlet and hose connection.

e Removable “T” handle key.

¢ Flush installation with backer plate.

* Bronze nickel plated hydrant.

¢ Mild climate, non-freeze hydrant
with integral vacuum breaker and
vandal resistant cap.

e Commercial and light commercial
construction applications.
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1/4 Turn of the Key Allows Full Flow to Be Obtained

Wall Thickness
7 (180) SQUARE * -2 5/8(67)
~-25/16 —] 1172~
(59) (38)
7 PP N Integral
u - IS Vacuum Breaker
H 7 N Assembly
i K
1 \
o \
i 1| ey
¥ ; 3/4 (19) Hose 1/2 (13) Female-!
O ;@ 2 Connection 57/8 I\SPT) Inlet
H o\ /. | (148) DIA
I N\ N . 7~
;\ . » . l 3/4 (19) Male—!
\_ DTl N/ Hinged — NPT Inlet
Locking
Cover Adjustable
BE Wall Clamp
i aros Specify-WC
Cor_mnuous Frame and (Specity )
Stainless Cory
Steel Face Hinge [Seepage of a small amount of water may occur
J l:l FIG. 5509QT-R from the vacuum breaker upon the initial opening
of this hydrant. This is normal operation.]
REGULARLY FURNISHED: VARIATIONS:
Bronze Nickel Plated Quarter Turn Adjustable Wall Clamp -WC
Non-Freeze Hydrant with Hose Cylinder Lock -CL
Connection, Integral Vacuum Breaker, 1" (25) Hose Connection -HC1
"T" Handle Key, and Stainless Steel Ex3 1" (25) Male NPT Inlet Connection -IC1
Box with Full 180° Cover Opening. "Water" On Cover -W

bottom.

**
Add 3/4" (19) to Overall Length When Specified

NOTES: 1.*Recommended wall opening 6" (150) DIA. Hydrant shall be in the vertical position only, the connection must be on the

2. When ordering, specify wall thickness in 2" (51) increments as follows: 06(150), 08(205), 10(255), 12(305), 14(355),16(405),
18(455), 20(510), 22(560) or 24(610). When wall clamp -WC is desired, increase wall thickness dimension by 2" (51).

3. All Jay R. Smith hydrants are manufactured with "NO-LEAD" brazing rings, and USDA approved lubricants.

4.The AB1953, California Lead Law, and NSF/ANSI Standard 61-2008 - Drinking Water System Components are not applicable
to Jay R. Smith hydrants as they do not convey/dispense water for human consumption through drinking or cooking.

5. Dimensions shown in parentheses are in millimeters.
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UARTERHORSE

1/4 TURN NON-FREEZE WALL HYDR

ANT WITH

INTEGRAL VACUUM BREAKER AND STAINLESS STEEL BOX

1/4 Turn of the Key Allows Full Flow to Be

BOXTYPE WITH CONCEALED HOSE CONNECTION FOR CORED 6" (150) DIA. HOLE IN CONCRETE WALL

FUNCTION: Provides positive non-freeze protection where water is required at the outside of the building and features an
integral vacuum breaker. The stainless steel round recessed box conceals the nozzle and operating mechanism. The locking
cover prevents unauthorized use.

Obtained

REGULARLY FURNISHED:

Bronze Nickel Plated Quarter Turn
Non-Freeze Hydrant with Hose
Connection, Integral Vacuum Breaker,
"T" Handle Key, and Stainles| I
Box with Full 180° Cover Op| |

**

Wall Thickness ————
~———7(180) SQUARE * =2 5/8(67)—
~-25/16 — —— 112~
(59) (38)
4 P N\ Integral
N .7 R Vacuum Breaker ~a
0,7 AN Assembly
:// \\\ ) b\ n_
I'7' \ _l_—I -
1 ‘. ] [t
¥ ; 3/4 (19) Hose 7 1/2 (13) Female
. g Connection J 5718 NPT Inlet
H Y 50°__ | (148) DIA
n A R // ~|
:\ % b . ~_ 3/4 (19) Male—
L T~ -7 N ) Hinged NPT Inlet
Locking
Cover Adjustable
16G Wall Clamp
; auge Specify-WC
g;?gg;(;us Frame and (Specify )
Cover
Steel Face Hinge [Seepage of a small amount of water may occur
9 I:l FIG. 5509QT-R from the vacuum breaker upon the initial opening
of this hydrant. This is normal operation.]

VARIATIONS:

Adjustable Wall Clamp -WC

Cylinder Lock -CL

1" (25) Hose Connection -HC1

1" (25) Male NPT Inlet Connection -IC1
"Water" On Cover -W

*%*
Add 3/4" (19) to Overall Length When Specified

bottom.

NOTES: 1.*Recommended wall opening 6" (150) DIA. Hydrant shall be in the vertical position only, the connection must be on the

2. When ordering, specify wall thickness in 2" (51) increments as follows: 06(150), 08(205), 10(255), 12(305), 14(355),16(405),
18(455), 20(510), 22(560) or 24(610). When wall clamp -WC is desired, increase wall thickness dimension by 2" (51).

3. All Jay R. Smith hydrants are manufactured with "NO-LEAD" brazing rings, and USDA approved lubricants.

4.The AB1953, California Lead Law, and NSF/ANSI Standard 61-2008 - Drinking Water System Components are not applicable
to Jay R. Smith hydrants as they do not convey/dispense water for human consumption through drinking or cooking.

5. Dimensions shown in parentheses are in millimeters.
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1/4 TURN NON FREEZE WALL HYDRANT WITH
INTEGRAL VACUUM BREAKER

EXPOSED HOSE CONNECTION

FUNCTION: For installation in interior or exterior building walls where an exposed hose connection is
acceptable. Provides positive non-freeze protection and features an integral vacuum breaker. Adaptable to
all types of wall construction.

1/4 Turn of the Key Allows Full Flow to be Obtained

——~—1/8 (3)

?

—~ 25/16 = Wall Thickness —1 1 1/2
(59) (38)

? T
~
v, 4 AN A~
N |

1/2 (13)J

Integral

Vacuum Breaker
~—4(100) =
(100) ‘ Assembly RN S

Key N
21/2
(64) o

@ —  3/4 (19) Hose Connectio

=

.

]

i

: Adjustable Female
/\ Wall Clamp NPT Inlet
50° (Specify-WC) 3/4 (19)
Male
NPT Inlet
FRONT VIEW SIDE VIEW
1 FG. 5609QT Seepage of a small amount of water may occur from

the vacuum breaker upon the initial opening of this
hydrant. This is normal operation.

REGULARLY FURNISHED: VARIATIONS: OPTIONAL MATERIALS:

Bronze Nickel Plated Quarter Turn Adjustable Wall Clamp -WC Chrome Plated -CP

Non-Freeze Hydrant with 3/4" (19) 1" (25) Hose Connection -HC1 Chrome Plated Backer Plate -BPCP
Hose Connection, Backer Plate, * 1" (25) Male NPT Inlet Connection -IC1 Polished Bronze -PB

Integral Vacuum Breaker with Vandal Wheel Handle -WH Polished Bronze Backer Plate -BPPB

Resistant Cap and "T" Handle Key.
*Add 3/4" (19) to Overall Length When Specified

NOTES: 1. Recommended wall opening 2(51) x 2(51). Hydrant shall be in the vertical position only, the hose connection
must be on the bottom.
2. When ordering, specify wall thickness in 02"(51) increment as follows: 04(100), 06(150), 08(205), 10(255), 12(305),
14(355), 16(405), 18(455), 20(510), 22(560) or 24"(610). When wall clamp -WC is desired, increase wall
thickness dimension by 2"(51).
3. All Jay R. Smith hydrants are manufactured with "NO-LEAD" brazing rings and USDA approved lubricants.

NOTE: Dimensions shown in
parentheses are in millimeters.
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Vacuum Breaker
Assembly

A 0 \Y¢ il

B

HYDRANT PARTS LIST
A These Replacement Parts Available NO. DESCRIPTION NO. DESCRIPTION NO. DESCRIPTION
in HPRK-7 1 | Head/Casing Assembly [ 10 [Operator Rod 13a | Retaining Ring
la | Head 11 |Face Nut Washer 13b | Valve Body
; 1b | Casing 12 [Vacuum Breaker Assembly | 13c | Valve Actuator
AA i‘léhﬁ}s)(;i?;)\llaé: ement Parts Available 1c | Valve Housing 12a| VB Cap 13d | Nylon Thrust Washer
3 | Key 12b| VB Body 13e | Rotating Ceramic Disc
* Th Parts A ible F i 7 | Face Nut 12c| VB Washer 13f | Fixed Ceramic Disc
He(sje a[)ts Rccess] eFromNace 0 8 | Actuator Shaft 12d| VB "O" Ring 13g | Silicon Rubber Seal
ydrant by Removing Face Nut. 9 | Actuator "O" Ring 12e| VB Piston 13h | Retainer Guide (2)
13 |Valve Body Assembly 14 | Backer Plate w/Screws
H 9-22-94 Added HPRK-7VB Note EMB
c | 92103 Chg'd note evs | S&s [weeHT voLume  IFIGURE NUMBER
F 5-21-92 Change Replacement Pts. TWK Jcs |POUNDS  JCUBIC FEET
E 10-25-91 Update Figure Number TWK JCS 5609QT
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