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14 (355) x 16 (405)

12 (305) x 14 (355)

10 1/4 (260) x 12 1/4 (310)

A

B
8 1/2
(215)

2 1/2
(64)

8 (205)

Hinged Grate

Seepage Openings
(When -C Specified)

Flashing Clamp
(When Required)

5 1/4" (135) Deep Free
Standing Sediment

Bucket

TRAFFIC FLOOR DRAINS
HEAVY DUTY DRAINS WITH SIDE OUTLET 

HINGED GRATE AND FREE STANDING SEDIMENT BUCKET
FUNCTION:  Used in moderate traffic areas where hinged rectangular grate is required.  Hinged top permits easy access
for fast and frequent removal of sediment bucket.

Free Area
47 SQ IN

(309) SQ CM

REGULARLY FURNISHED:
Duco Cast Iron Body with Heavy
Duty Hinged Grate and Cast Iron
Sediment Bucket.

VARIATIONS:
Flashing Clamp -C
   (Fig. 2478 only)
Vandal Proof Grate -U

OPTIONAL MATERIALS:
Aluminum Bucket -AB
Ductile Iron Grate -M
Galvanized Cast Iron -G
Nickel Bronze Top -NB
Polished Bronze Top -PB
Stainless Steel
   (Specify Fig. 9755)

Fig. 2475C . . . LESS FLANGE
Fig. 2478C . . . WITH FLANGE

CAULK OUTLET A
SIZE

B

02 (50) 03 (80) 04 (100)

4 (100) 3 1/2 (89) 3 (76)

add 5/32" (4) when bronze top is specified.
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NOTE: Dimensions shown in
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